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DW-4101 02

DOMISTIC WATER
LAYOUT 1ST FLOOR

1. INSTALL VENT FOR ALL FIXTURES AS PER CODE.
ALL PLUMBING VENTS NEED TO TERMINATE THROUGH ROOF.

2. MECHANICAL CONTRACTOR TO VERIFY SITE SERVICE LOCATIONS AND
INVERTS ON SITE PRIOR TO INSTALLATION.

3. ALL INSTALLATION SHALL BE AS PER LATEST EDITION OF PLUMBING 
CODE,BUILDING CODE, PROVINCIAL CODES AND STANDARDS AND 
AUTHORITY HAVING JURISDICTION

4. ALL 3" AND SMALLER SANITARY LINES TO BE SLOPED AT MINIMUM 2.0%.
ALL 4" AND LARGER SANITARY LINES TO BE SLOPED AT 1.0% .

5. SEE ARCHITECTURAL/SUPPLIER DRAWINGS FOR EXACT LOCATION AND
INSTALLATION HEIGHT OF ALL PLUMBING FIXTURES.

6. ALL FIXTURES SHALL HAVE ISOLATION VALVES FOR EACH HOT AND 
COLD WATER LINE CONNECTION.

7. INSTALL CLEANOUTS ON SANITARY DRAINAGE PIPING AS PER CODE.

DOMESTIC WATER LAYOUT FIRST FLOOR PLAN
SCALE: 1:125

01 2023-02-08 A.B. ISSUED FOR TENEDER AND BUILDING PERMIT M.Z.

02 2024-03-15 A.B. ISSUED FOR TENEDER AND BUILDING PERMIT M.Z.
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DW-4201 02

DOMISTIC WATER
LAYOUT 2ND FLOOR

1. INSTALL VENT FOR ALL FIXTURES AS PER CODE.
ALL PLUMBING VENTS NEED TO TERMINATE THROUGH ROOF.

2. MECHANICAL CONTRACTOR TO VERIFY SITE SERVICE LOCATIONS AND
INVERTS ON SITE PRIOR TO INSTALLATION.

3. ALL INSTALLATION SHALL BE AS PER LATEST EDITION OF PLUMBING 
CODE,BUILDING CODE, PROVINCIAL CODES AND STANDARDS AND 
AUTHORITY HAVING JURISDICTION

4. ALL 3" AND SMALLER SANITARY LINES TO BE SLOPED AT MINIMUM 2.0%.
ALL 4" AND LARGER SANITARY LINES TO BE SLOPED AT 1.0% .

5. SEE ARCHITECTURAL/SUPPLIER DRAWINGS FOR EXACT LOCATION AND
INSTALLATION HEIGHT OF ALL PLUMBING FIXTURES.

6. ALL FIXTURES SHALL HAVE ISOLATION VALVES FOR EACH HOT AND 
COLD WATER LINE CONNECTION.

7. INSTALL CLEANOUTS ON SANITARY DRAINAGE PIPING AS PER CODE.

01 2023-02-08 A.B. ISSUED FOR TENEDER AND BUILDING PERMIT M.Z.

DOMESTIC WATER LAYOUT
SECOND FLOOR PLAN
SCALE: 1:125
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SANITARY
LAYOUT 1ST FLOOR

1. INSTALL VENT FOR ALL FIXTURES AS PER CODE.
ALL PLUMBING VENTS NEED TO TERMINATE THROUGH ROOF.

2. MECHANICAL CONTRACTOR TO VERIFY SITE SERVICE LOCATIONS AND
INVERTS ON SITE PRIOR TO INSTALLATION.

3. ALL INSTALLATION SHALL BE AS PER LATEST EDITION OF PLUMBING 
CODE,BUILDING CODE, PROVINCIAL CODES AND STANDARDS AND 
AUTHORITY HAVING JURISDICTION

4. ALL 3" AND SMALLER SANITARY LINES TO BE SLOPED AT MINIMUM 2.0%.
ALL 4" AND LARGER SANITARY LINES TO BE SLOPED AT 1.0% .

5. SEE ARCHITECTURAL/SUPPLIER DRAWINGS FOR EXACT LOCATION AND
INSTALLATION HEIGHT OF ALL PLUMBING FIXTURES.

6. ALL FIXTURES SHALL HAVE ISOLATION VALVES FOR EACH HOT AND 
COLD WATER LINE CONNECTION.

7. INSTALL CLEANOUTS ON SANITARY DRAINAGE PIPING AS PER CODE.

SANITARY LAYOUT -
FIRST FLOOR PLAN
SCALE: 1:125
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SAN-4201 02

SANITARY
LAYOUT 2ND FLOOR

1. INSTALL VENT FOR ALL FIXTURES AS PER CODE.
ALL PLUMBING VENTS NEED TO TERMINATE THROUGH ROOF.

2. MECHANICAL CONTRACTOR TO VERIFY SITE SERVICE LOCATIONS AND
INVERTS ON SITE PRIOR TO INSTALLATION.

3. ALL INSTALLATION SHALL BE AS PER LATEST EDITION OF PLUMBING 
CODE,BUILDING CODE, PROVINCIAL CODES AND STANDARDS AND 
AUTHORITY HAVING JURISDICTION

4. ALL 3" AND SMALLER SANITARY LINES TO BE SLOPED AT MINIMUM 2.0%.
ALL 4" AND LARGER SANITARY LINES TO BE SLOPED AT 1.0% .

5. SEE ARCHITECTURAL/SUPPLIER DRAWINGS FOR EXACT LOCATION AND
INSTALLATION HEIGHT OF ALL PLUMBING FIXTURES.

6. ALL FIXTURES SHALL HAVE ISOLATION VALVES FOR EACH HOT AND 
COLD WATER LINE CONNECTION.

7. INSTALL CLEANOUTS ON SANITARY DRAINAGE PIPING AS PER CODE.

SANITARY LAYOUT -
SECOND FLOOR PLAN
SCALE: 1:125
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HVAC AND COMPRESSED AIR
LAYOUT 1ST FLOORHVAC AND COMPRESSED AIR LAYOUT FIRST FLOOR PLAN
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LAYOUT 2ND FLOOR
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UTILITIES 
LAYOUT 1ST FLOORUTILITIES LAYOUT FIRST FLOOR PLAN

SCALE: 1:125

01 2023-02-08 A.B. ISSUED FOR TENEDER AND BUILDING PERMIT M.Z.

01 2024-03-15 A.B. ISSUED FOR TENEDER AND BUILDING PERMIT M.Z.

2024-03-15



” 

” 

” 

” 

” 

Seals 

ARCH-D

Notes:

Key plan

Rev. Date RevisionDrawn by Checked by

Drawn by

Drawing

Project # Drawing #

Date Scale

Revision

Size

Designed by Checked by

Project 

AIM-01

AIM KINGSTON FACILITY

100-89 Skyway Avenue
Toronto (ON) M9W 6R4
Canada

T. 416.675.6761  

LAPORTE Engineering Inc.

WWW.LAPORTECONSULTANTS.COM

A.BulbulA.Bulbul M.Zaky

2022-09-16 N.T.S.

M-9001 02

MECHANICAL
SPECIFICATION

01 2023-02-08 A.B ISSUED FOR TENEDER AND BUILDING PERMIT M.Z.

02 2024-03-15 A.B ISSUED FOR TENEDER AND BUILDING PERMIT M.Z.

2024-03-15



FAN SCHEDULE
SERVICE AREA DESCRIPTION MANUFACTURER MODEL AIR VOLUME E.S.P.

ELECTRICAL
R.P.M. MOTOR ELECT.

WEIGHT ACCESSORIES/REMARKS

EF-01

UNIT NO.

DEPOLLUTION AREA INLINE GREENHECK QEID-22 3398 L/S 0.25" WC 1170 1491 W 202 KG

EF-02 LOCKER ROOM / WC 330 L/S 1095 121 W 18.6 KG

C/W HANGING BRACKETS , DISCONNECT SWITCH, BACKDRAFT DAMPER , C/W VFD INTERLOCKED WITH
CO DETECTOR NORMAL OPERATION 1700 L/S AND 3398 L/S WHEN CO DETECTED.

C/W HANGING BRACKETS , DISCONNECT SWITCH, BACKDRAFT DAMPER

575/3/60

CSP-A700-VGGREENHECK 115/1/60

ACCESSORIES:
1- PROVIDE WITH PRE-WIRED NON FUSED WEATHER PROOF DISCONNECT SWITCH SUPPLIED ON THE EQUIPMENT.
2- PROVIDE WITH BACNET IP COMPATIBLE AS PER ASHRAE 135 STANDARD.

RTU-1 DAIKIN
(LENNOX ALTERNATIVE) 23.8850 ROOF850 0.6 2983 2048 6 (MERV 8)

TOTAL COOLING
LOAD
 (KW)

TOTAL AIR
VOL. (L/S)

ESP
(IN WC)

MOTOR
(W)

RPM FILTERS
UNIT NO. BRAND

COOLING COILSFRESH AIR
(L/S) LOCATION

SUPPLY FAN

ROOF TOP UNIT SCHEDULE

18

 HEATING
OUTPUT (KW)

HEATING COILS
SENSIBLE

COOLING LOAD
 (KW)

LATENT
COOLING LOAD

 (KW)

16.9 6.9

AIR TEMP
AFTER

COIL (C)

8.7

AIR TEMP
AFTER

COIL (C)

35.1

3- PROVIDE WITH VFD AS SPECIFIED.
4- PROVIDE WITH SINGLE POINT OF CONNECTION FOR THE UNIT.

575/3/60 1109

MOP(A) WEIGHT
(KG)

MCA(A)VOLTAGE

32 35

ELECTRICAL

EF-03

EF-04

UNIT HEATER SCHEDULE
MANUFACTURER MODEL OUTPUT AIR VOLUME

MOTOR
 ACCESSORIES/REMARKS

UH-01

UNIT NO.

REZNOR EGHB-7 7.6 KW 330L/S 24.8W ELECTRIC UNIT HEATER  C/W LINE VOLTAGE THERMOSTAT

DOMESTIC WATER HEATER SCHEDULE
MANUFACTURER MODEL INPUT RECOVERY ACCESSORIES/REMARKS

EWH-01&02

UNIT NO.

Rheem EGSP30 4.5 KW 18 US GAL/HR

CAPACITY

30 US GAL. FOAM INSULATED UNIT, 150 PSI WORKING PRESSURE MEET ASHREA 90.1,

TYPE

ELECTRIC

INTERIOR STORAGE

DRIVE THRU

INLINE

INLINE

GREENHECK

GREENHECK

0.25" WC

BSQ-180 2360 L/S 0.25" WC 1725 1491 W 92.1 KG575/3/60

EF-05 STORAGE GREENHECK 101 L/S 0.25" WC 825 135 W 11.8 KG115/1/60

DIFFUSER GRILLE SCHEDULE
DESIG. TYPE MANUFACTURER/MODEL

A

BASIS OF DESIGN: "PRICE" , "CAMFIL", "NAILOR" OR APPROVED EQUAL

B RETURN AIR GRILLE EH PRICE MODEL 535DL RETURN- 45 DEGREE DEFLECTION, SIZE AS PER PLAN.

1. ALL GRILLES, DIFFUSERS, REGISTERS TO BE MILL FINISH, UNLESS NOTED OTHERWISE.
2. ACCEPTABLE ALTERNATES : TITUS & NAILOR
3. ALL GRILLE SIZES/NECK SIZES/AIR VOLUMES AS PER PLAN.
4. ALL COLOURS TO THE APPROVAL OF THE ARCHITECT.

C EXHAUST AIR REGISTER EH PRICE MODEL 635DL, ALUMINUM GRILLE, 1/2" BLADE SPACING C/W SCREWDRIVER OPERATED OPPOSED BLADE DAMPER.

 SUPPLY AIR DIFFUSER EH PRICE MODEL SPD SQUARE CEILING PLAQUE DIFFUSER C/W VOLUME DAMPER (600X600), NECK SIZE AS PER PLANS.

CSP-A200

D TRANSFER GRILLE EH PRICE MODEL 535DL RETURN- 45 DEGREE DEFLECTION, C/W FIRE DAMPER ,SIZE AS PER PLAN.

PLUMBING FIXTURE SCHEDULE
ITEM MANUFACTURER DESCRIPTION

WC-1
FLOOR MOUNTED TOILET TANK TYPE
AMERICAN STANDARD (0R EQUIVALENT)

AMERICAN STANDARD CADET FLOWISE RIGHT HEIGHT PRESSURE-ASSISTED ELONGATED #2467601.020 LOW CONSUMPTION TOILET, 3483.001, 4142.601, 419 MM HIGH, VITREOUS CHINA WITH EVERCLEAN ANTIMICROBIAL SURFACE WHICH INHIBITS THE GROWTH OF STAIN AND ODOR CAUSING BACTERIA MOLD AND MILDEW, ELONGATED BOWL, WHITE FINISH, FLOOR MOUNTED,
SIPHON JET FLUSH ACTION, 4.2 L (1.1 US GAL) PER FLUSH, RAISED SANITARY BAR, 305 MM X 254 MM (12" X 10") WATER SURFACE, TWO (2) PIECE, 'SPEED CONNECT' TANK ASSEMBLY, SIPHON JET FLUSH ACTION, RAISED SANITARY BAR, LEFT HAND TRIPLEVER, BOLTED TANK COVER, 305 MM (12") ROUGH-IN, ELONGATED BOWL, 54 MM (2-1/8") FULLY GLAZED INTERNAL TRAPWAY,
FLOOR OUTLET, BOLT CAPS, TOILET SEAT NOT INCLUDED. CENTOCO #820STS.001 TOILET SEAT, EXTRA HEAVY DUTY, FOR ELONGATED BOWL, OPEN FRONT, SOLID PLASTIC, WITH COVER, STAINLESS STEEL CHECK HINGES, METAL FLAT WASHERS STAINLESS STEEL POSTS AND NUTS. MCGUIRE #LFH172BV TOILET SUPPLY, CHROME PLATED FINISH POLISHED BRASS, COMMERCIAL
DUTY 1/4 TURN BALL VALVE ANGLE STOPS, 13 MM (1/2") I.D. INLET X 127 MM (5") LONG RIGID HORIZONTAL INTEGRAL COPPER SWEAT TUBE NIPPLES, COMBINATION V.P. LOOSE KEY HANDLES, ESCUTCHEON AND FLEXIBLE COPPER RISERS. PROVIDE FLOOR FLANGE, (SAME MATERIAL AS THE CONNECTING PIPE DRAIN), WITH ALL BRASS BOLTS AND WITH RUBBER GASKET.

LV-1
COUNTER MOUNTED SELF-RIMMING / DROP-IN BASIN
AMERICAN STANDARD (0R EQUIVALENT)

AMERICAN STANDARD CADET UNIVERSAL ACCESS #9494.001.020 BASIN, 3 HOLES, 4" (102 MM) CENTER, 533 MM X 445 MM X 175 MM (21" X 17-1/2" X 6-7/8") HIGH, OVAL, VITREOUS CHINA, WHITE FINISH, SELF-RIMMING / DROP-IN, SIDE REAR OVERFLOW, FAUCET LEDGE. C/W SINGLE HANDLE FAUST

KS-1

FD-1 FLOOR DRAIN - FINISHED AREA
WATTS  (0R EQUIVALENT) WATTS # FD-200-A FLOOR DRAIN - FLOOR DRAIN WITH ROUND STRAINER COMPLETE WITH NICKEL BRONZE STRAINER 6", DEEP SEAL P-TRAP, TRAP PRIMER CONNECTION. OUTLET 4"

TD-1 TRENCH DRAIN - 12" WIDE TRENCH SYSTEM
WATTS  (0R EQUIVALENT)

WATTS TRENCH DRAIN, UV STABILIZED TALC-FILLED POLYPROPYLENE CHANNELS WITH INTEGRAL  6" (152 MM) NO HUB BOTTOM OUTLETS, PRE-SLOPED TRENCH, 12" (305 MM) WIDE, 96" (2440 MM) LONG, INCLUDING FRAME CONNECTORS, GRATE LOCKDOWNS AND CONSTRUCTION COVERS, UV STABILIZED GLASS-FILLED DUCTILE IRON FRAME, FRAMED ANCHORED GRATE,
POLYPROPYLENE GRATE, CLASS A.

CB-1 CATCH BASIN DEAD LEVEL- 24" WIDE
WATTS  (0R EQUIVALENT) WATTS CB-2424 CATCH BASIN FOR DEAD LEVEL PRE-SLOPED TRENCH DRAIN SYSTEM, 24"(610) (SPECIFY) WIDE X 24"(610) LONG X 24"(610) DEEP, WITH UV STABILIZED TALC-FILLED POLYPROPYLENE BODY WITH 6"(152) NO HUB OUTLET CONNECTIONS, AND  DUCTILE IRON FRAME. FRAME-ANCHORED WITH  GRATING AND LOCKDOWNS, HATCH COVER, H20 LOAD RATING

FFD-1
FLOOR FUNNEL DRAIN - FINISHED AREA
WATTS  (0R EQUIVALENT) WATTS # FD-104-C-EG-50-7-13 FLOOR DRAIN - ALL GALVANIZED CAST IRON BODY, REVERSIBLE FLASHING CLAMP WITH PRIMARY AND SECONDARY WEEPHOLES, 5" (127 MM) DIAMETER NICKEL BRONZE, ADJUSTABLE ROUND STRAINER, 4" X 9" (102 MM X 229 MM) OVAL CAST IRON FUNNEL TRAP PRIMER CONNECTION WITH PLUG, 4"Ø (102 MM) NO HUB OUTLET

MS-1 SERVICE / MOP SINK - TWO HANDLES FAUCET

STERN WILLIAMS #SB-900 SQUARE SERVICE / MOP SINK, (24") WIDE X (24") LONG X  (12") HIGH DEEP, FLOOR MOUNTED, TERRAZZO COMPOSED OF PEARL GRAY MARBLE CHIPS AND PORTLAND CEMENT GROUND SMOOTH, SEALED TO RESIST STAIN FINISH, WITHOUT TILING FLANGE, CAST BRASS DRAIN WITH STAINLESS STEEL STRAINER, 3"(75 MM) OUTLET.  COMPLETE WITH
DRAIN CHICAGO FAUCETS #897-RCF WALL MOUNTED TWO HANDLES FAUCET, ROUGH CHROME FINISH, SOLID BRASS EXPOSED BODY, CERAMIC 1/4 TURN OPERATING CARTRIDGE, UNRESTRICTED HOSE END OUTLET, 203 MM (8") PROJECTION SPOUT WITH ATMOSPHERIC VACUUM BREAKER AND BUCKET HOOK, 60 MM (2-3/8") METAL VANDAL PROOF LEVER HANDLES WITH BLUE
AND RED INDEX BUTTONS, WALL BRACE SUPPORT. STERN WILLIAMS T-35 HOSE AND WALL HOOK 36" (914 MM) LONG HOSE WITH 3/4" (19 MM) CHROME COUPLING, STAINLESS STEEL WALL BRACKET. STERN WILLIAMS #T-40 MOP HANGER, STAINLESS STEEL #4 FINISH, 24" (610 MM) LONG WITH 3 RUBBER SPRING LOADED CLIPS. STERN WILLIAMS BP BACK SPLASH PANEL 20 GA. (0.9
MM) TYPE 304 STAINLESS STEEL. PROVIDE P-TRAP, SAME MATERIAL AS THE CONNECTING PIPE DRAIN.

CO-1 CLEANOUT - FLOOR CLEANOUT
WATTS  (0R EQUIVALENT)

WATTS #CO-1204-R-6-13 CLEANOUT - GALVANIZED CAST IRON BODY, 5-1/8" (130 MM) ROUND ADJUSTABLE GASKETED HEAVY DUTY STAINLESS STEEL TOP, REMOVABLE, GAS TIGHT, GASKETED, BRASS PLUG, VANDAL PROOF, 4"Ø (102 MM), NO HUB OUTLET

TSP-1 ELECTRONIC TRAP SEAL PRIMER PT-12 TRAP SEAL PRIMER SERVING TWELVE DRAINS ACTIVATED BY A 3/4" (19 MM) NORMALLY CLOSED SOLENOID VALVE, DESIGNED TO INTERFACE WITH LOW VOLTAGE ENERGY MANAGEMENT SYSTEMS CONTROL, 3/4" (19 MM) DIAMETER CONNECTION ANTI-SIPHON ATMOSPHERIC VACUUM BREAKER W/ STAINLESS STEEL ACCESS DOOR

HB-1 HOSE BIB

OIL INTERCEPTOR SCHEDULE
MAKE MODEL ACCESSORIES/REMARKS

OI-01

UNIT TAG.

CAPTEURS GR
(OR EQUIVALENT) GR-5515-HE-100

SERVICE

WAREHOUSE

CAPACITY (GPM)

100 C/W WALL-MOUNTED UNIT WITH CONTROL

HY-420 NONE-FREEZE EXPOSED HOSE BIB WITH VACUUM BREAKER WITH CHROME PLATED FACE, INTEGRAL VACUUM BREAKER, 34" HOSE CONNECTION.

QEID-15 1888 L/S 0.25" WC 1770 1491 W 82 KG575/3/60

L LOUVER EH PRICE MODEL DE439 / 53.6% FREE AREA c/w MOTORIZED DAMPER AS PER DRAWING

COUNTER MOUNTED
NOVANNI  (0R EQUIVALENT) NOVANNI SINGLE KITCHEN SINK, 1000D, ALL IN STAINLESS STEEL SINGLE BOWL DROP-IN SINK WITHOUT LEDGE, OFF THE BOWL CLAMP SYSTEM, SELF RIMMING, SYNKSEALTM FOAM IN PLACE GASKET INSTALLED, 1 1/2” BASKET STRAINER ASSEMBLY WITH TAILPIECE INCLUDED AT CENTER. SINGLE HANDLE FAUCET.

CO-2
CLEANOUT - WALL OR EXPOSED ON PIPE CLEANOUT
WATTS  (0R EQUIVALENT) GALVANIZED CAST IRON BODY, 5-1/8" (130 MM) ROUND ADJUSTABLE GASKETED, REMOVABLE, GAS TIGHT, GASKETED, BRASS PLUG, VANDAL PROOF, 4"Ø (102 MM), NO HUB OUTLET

FORCE FLOW HEATER
ITEM TAG TYPE

FF 2.0 kW 2 kW FORCE FLOW HEATER BY DIV. 26 - ELECTRICAL. 
OULETTE OAC02008-T (OR EQUAL), 208/1/60, RECESSED.  

LV-2 SINGLE UTILITY SINK
FRANKE (0R EQUIVALENT)

SINGLE COMPARTMENT "WORLD CLASS SERIES" SCULLERY SINK. FABRICATED FROM HEAVY 14 GAUGE (2.0 MM) TYPE 304 (CNS 18/10) STAINLESS STEEL. POLISHED TO A #4 SATIN FINISH. FINISHED WITH A ROLLED RIM. STAINLESS STEEL TUBULAR LEGS WITH ADJUSTABLE FEET FOR LEVELING. WASTE FITTING INCLUDED. CERTIFIED TO ASME A112.19.3-2008 / CSA
B45.4-08. CENTRE WASTE LOCATION. INCLUDES 3 1/2" (89 MM) CRUMB CUP STRAINER WITH 1 1/2" (DN38) BRASS TAILPIECE.MODEL :WSL2424-1, C/W 631-ABCP FAUCET WALL MOUNTED 8" BODY, ADJUSTABLE ARMS 7-1/4" - 8-3/4"  HOT AND COLD WATER SINK FAUCET

UR-1
WALL HUNG URINAL- AMERICAN STANDARD 0R
EQUIVALENT

AMERICAN STANDARD WASHBROOK FLOWISE #6590.001.020 URINAL, VITREOUS CHINA, OPERATES IN THE RANGE OF 0.5 L TO 3.8 L (0.125 US GAL TO 1.0 US GAL) PER FLUSH, WALL HUNG, WASHBROOK FLOWISE, FLUSHING RIM, 19 MM (3/4") DIA. TOP SPUD, ELONGATED RIM, INTEGRAL P-TRAP, OUTLET CONNECTION 51 MM (2"), 2 WALL HANGERS,#7301242-100 CHROME
PLATED, NON-METALLIC STRAINER, WHITE FINISH. C/W MANUAL FLUSH VALVE

CO SENSOR
UNIT SERVICE

ROOM 112, 113, 125GAS DETECTOR 
CARBON MONOXIDE 

SENSOR LOCATION

AS SHOWN ON DRAWING,         
  4 FT ABOVE FLOOR

NOTE

1,2,3

NOTES:
1.  c/w CONTROLLER 2.  INSTALLED PER MANUFACTURER'S INSTRUCTIONS

HONEYWELL

MANUFACTURE 

RTU-2 42.52265 ROOF2265 0.6 5966 1572 6 (MERV 8)3636.2 6.2 11.8 30.3 575/3/60 122759 60

EF-06 UNI. W.C. GREENHECK 101 L/S 0.25" WC 789 117 W 11.8 KG115/1/60CSP-A200

EF-07 M&E MEZZ GREENHECK 115/1/60190 L/S 0.25" WC 1156 52 W 11.8 KGCSP-A390-VG

UH-02 REZNOR EGHB-7 7.6 KW 330L/S 24.8 W

UH-03 REZNOR EGHB-10 10 KW 330L/S 24.8 W

ELECTRICAL
R.P.M. ELECT.

1550

1550

1550

600/3

600/3

600/3

MODEL

DPS007A

DPS012A

TD-2 TRENCH DRAIN - 12" WIDE TRENCH SYSTEM
WATTS  (0R EQUIVALENT)

WATTS TRENCH DRAIN, UV STABILIZED TALC-FILLED POLYPROPYLENE CHANNELS WITH INTEGRAL  6" (152 MM) NO HUB BOTTOM OUTLETS, PRE-SLOPED TRENCH, 12" (305 MM) WIDE, 290" (7240 MM) LONG, INCLUDING FRAME CONNECTORS, GRATE LOCKDOWNS AND CONSTRUCTION COVERS, UV STABILIZED GLASS-FILLED DUCTILE IRON FRAME, FRAMED ANCHORED GRATE,
POLYPROPYLENE GRATE, CLASS A.

C/W HANGING BRACKETS , DISCONNECT SWITCH, BACKDRAFT DAMPER , REVERSE ACTING THERMOSTAT

C/W HANGING BRACKETS , DISCONNECT SWITCH, BACKDRAFT DAMPER , C/W VFD INTERLOCKED WITH CO
DETECTOR NORMAL OPERATION 944 L/S AND 1888 L/S WHEN CO DETECTED.

C/W HANGING BRACKETS , DISCONNECT SWITCH, BACKDRAFT DAMPERINLINE

INLINE C/W HANGING BRACKETS , DISCONNECT SWITCH, BACKDRAFT DAMPER

C/W HANGING BRACKETS , DISCONNECT SWITCH, BACKDRAFT DAMPER

ELECTRIC UNIT HEATER  C/W LINE VOLTAGE THERMOSTAT

ELECTRIC UNIT HEATER  C/W LINE VOLTAGE THERMOSTAT

TEMPERATURE CONTROLS, CSA CERTIFIED AND ASME RATED T&P RELIEF VALVE

EF-8 JAN GREENHECK 0.25" WC C/W HANGING BRACKETS , DISCONNECT SWITCH, BACKDRAFT DAMPERINLINE 45 L/S 825 11.8 KG115/1/60CSP-A200 117 W

3.  SHOULD BE INTERLOCKED WITH EXHAUST FAN IN THE SAME ROOM , WHEN THE SENSOR DETECT THE GAS /
CARBON, THE EXHAUST FAN WILL OPERATE ON HIGH SPEED AND THE INTAKE WILL OPEN . THE EXHAUST FAN
SHOULD GO TO THE NORMAL SPEED WHEN CONCENTRATION OF GAS / CARBON IS BELOW THE ACCEPTABLE LIMIT.

EF-9 GREENHECK 0.3" WC C/W ROOF CURB , DISCONNECT SWITCHUPLAST 141 L/S 1506 28 KG115/1/60CUE-80-VG 38 WDEPOLLUTION AREA HOOD

HOSE REEL
MAKE MODEL MAX PSI

HR-01

UNIT TAG.

REELCRAFT H-7158

HOSE DIA/ LENGTH

1/2" / 50'

HOSE DESCRIPRION

PVC 300

WEIGHT

20 KG

INLINE

INLINE

DOMESTIC WATER PUMP
MAKE MODEL RPM

P-1

UNIT TAG.

BELL & GOSSETT 1AAB-E-90

TOTAL DYNAMIC
HEAD

40 FT

WATER CAPACITY

40 GPM 3450

MOTOR

2 HP

EXPANSION TANK
MAKE MODEL WEIGHT (LBS)

ET-1

UNIT TAG.

BELL & GOSSET PTA-30V

TANK SIZE (GAL)

15

TYPE

DIAPHRAM 300

WEIGHT

25KG

ELECTRIC

575/3/60

CEILING FAN SCHEDULE
MAKE MODEL ELEC. DATA

CF-1

UNIT TAG.

BANVIL 190A-18S

HP

90 W

AMPS

0.78 120/1/60

DIAMETER

60"

WEIGHT

23 Lbs

DESCRIPTION

60" FAN c/w 18" DOWNROD & PLUG

1. DISCONNECT SWITCH
2. THERMO PROTECTION MOTOR

 ECM PERMANENT MAGNET SMART MOTOR

UTILITIES PUMP
MAKE MODEL RPM

P-2

UNIT TAG.

PIUSI SUZZARABLUE PUMP AC

TOTAL DYNAMIC
HEAD

20 FT

WATER CAPACITY

7 GPM 1400

MOTOR

400 W

ELECTRIC

120/1/60

DOMESTIC WATER TANK
MAKE MODEL

T-1

UNIT TAG.

SNYDER VST-3900-90

NOTE

WATER STORAGE TANKS USE AN INTERIOR RESIN THAT MEETS
CFIA/FDA/NSF/ANSI STANDARD 61 FOR DRINKING WATER
ABOVE-GROUND HDPE  C/W MANWAY W/ GASKET & , FILL
ASSEMBLY W/ CAM-LOCK QUICK CONNECT,LEVEL SENSOR

SIZE

3900 GAL

DIMENTION

90"Øx159"

DAIKIN
(LENNOX ALTERNATIVE)
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