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Item Ontario's 2012 Building Code
Data Matrix Part 11

OBC Reference

11.1 Existing Building
Classification:

11.21
T 11.2.1A
T11.2.1.1.B to N

11.3 Reduction in
Performance Level:

Structural:
By Increase in Occupant Load:
By Change in Major Occupancy:
Plumbing:
Sewage:

No
No
No
No
No

Yes
Yes
Yes
Yes
Yes

11.2 Alteration to Existing
Building is:

Basic Renovation:
Extensive Renovation:

11.3.3.1
11.3.3.2

11.4.2.1
11.4.2.2
11.4.2.3
11.4.2.4
11.4.2.5

11.4 Compensating
Construction:

Structural: No Yes (explain) 11.4.3.2

Increase in Occupant Load: No Yes (explain)

Change of Major Occupancy: No Yes (explain)

Plumbing: No Yes (explain)

Sewage System: No Yes (explain)

11.4.3.3

11.4.3.4

11.4.3.5

11.4.3.6

11.5 Compliance
Alternatives
Proposed:

No
Yes (give number(s)):

11.6 Alternative
Measures
Proposed:

No
Yes (explain):

11.5.1

11.5.2

Describe Existing Use:
Construction Index:
Existing Hazard Index:

Not Applicable (no change in Major Occupancy)

Proposed Hazard Index:

New steel structure will be provided to support new roof top units as required.
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Floor Plan Notes:
GENERAL:
a. CAREFULLY SAW CUT NEW OPENING IN EXISTING CONCRETE BLOCK WALL AS REQUIRED FOR NEW DUCTWORK. REFER

TO MECHANICAL DRAWINGS FOR LOCATIONS.
b. TEMPORALLY OPEN CEILING AND WALLS AS REQUIRED TO CARRY OUT WORK. REINSTATE TO MATCH EXISTING

ADJACENT.
c. ALL SERVICES ARE TO BE CONCEALED WHENEVER POSSIBLE. EXPOSED SERVICES (WHERE ALLOWED) ARE TO BE

PAINTED TO MATCH ADJACENT WALL / CEILING.
d. REPAINT ALL AREAS AFFECTED BY THE WORK. IF A WALL / CEILING IS TO BE REPAINTED, THE ENTIRE WALL / CEILING IS TO

BE REPAINTED. PAINT COLOURS TO MATCH EXISTING.
e. SITE VERIFY ALL OPENINGS
f. DENOTES EXISTING FIRE REPARATION. FIRE STOP ALL PENETRATIONS:
g. THERE ARE EXISTING FIRE SEPARATIONS BETWEEN ALL LEVELS (BASEMENT (CRAWL SPACE) TO GROUND FLOOR AND

GROUND FLOOR TO SECOND FLOOR.

NOTES:
1. EXISTING WINDOW TO BE REMOVED. INSTALL NEW ALUMINUM WINDOW TO MATCH EXISTING CONFIGURATION. FILL ALL

VOIDS WITH SPRAY FOAM INSULATION. CONTINUOUS SEALANT BOTH SIDES OF WINDOW HEAD, SILL AND JAMBS. REVIEW
EACH LOCATION ON SITE. OPEN CEILINGS AS REQUIRED AND REINSTATE. REPLACE WINDOW STOOL.

2. EXISTING WINDOW TO BE REMOVED. INSTALL NEW ALUMINUM CURTAIN WALL TO MATCH EXISTING CONFIGURATION. FILL
ALL VOIDS WITH SPRAY FOAM INSULATION. CONTINUOUS SEALANT BOTH SIDES OF WINDOW HEAD, SILL AND JAMBS.

3. REMOVE EXISTING DOOR, HARDWARE, FRAME AND GLAZING. INSTALL NEW HOLLOW METAL FRAME (PAINTED), HOLLOW
METAL DOOR (PAINTED) TO MATCH EXISTING LAYOUT. INSTALL NEW DOOR HARDWARE. FILL ALL VOIDS WITH SPRAY FOAM
INSULATION. CONTINUOUS SEALANT BOTH SIDES OF FRAME HEAD, AND JAMBS.

4. REMOVE EXISTING DOOR, HARDWARE, FRAME AND GLAZING. INSTALL NEW THERMALLY BROKEN ANODIZED ALUMINUM
DOOR AND FRAME TO MATCH EXISTING LAYOUT. INSTALL NEW DOOR HARDWARE. FILL ALL VOIDS WITH SPRAY FOAM
INSULATION. CONTINUOUS SEALANT BOTH SIDES OF FRAME HEAD, AND JAMBS.

5. NEW BARRIER FREE DOOR OPERATOR, TIE INTO EXISTING BUILDING SECURITY SYSTEM. DURING SCHOOL HOUSE THE
EXTERIOR ACTUATOR IS TO BE DEACTIVATED AND THE OPERATOR ONLY ACTIVATED BY THE INTERIOR ACTUATOR OR BY
SWITCH FROM THE MAIN OFFICE. THERE ARE EXISTING ELECTRIC STRIKES ON THE REVIEW EXISTING CONDITIONS AND
PROVIDE ALL ADDITIONAL DEVICES, ETC AS REQUIRED FOR A FULLY FUNCTIONING SYSTEM.

ELECTRIC STRIKE TO BE POWERED OFF OF OPERATOR. OPERATOR SUPPLIER TO SUPPLY APPROPRIATE RELAY /
SWITCH. KEYSWITCH TO BE MOUNTED ON FRAME JAMB AND WIRED (BY OPERATOR INSTALLER) TO TURN OFF
OUTSIDE ACTUATOR AT LOCK UP
MODE OF OPERATION - PUSHING INSIDE ACTUATOR MOMENTARILY OPENS ELECTRIC STRIKE AND BEGINS OPERATOR
CYCLE AT ALL TIMES - PUSHING OUTSIDE ACTUATOR BEGINS OPERATOR CYCLE AT ALL TIMES BUT DOES NOT

OPERATE DOOR STRIKE. - ACTUATOR IS "TURNED OFF" BY KEYSWITCH AT LOCK-UP
6. BARRIER FREE DOOR PUSH BUTTON (ACTUATOR). ENSURE A MINIMUM CLARENCE OF 600mm FROM THE EDGE OF THE

DOOR SWING.
7. NEW JANITORS SINK. REVISE PLUMBING AND DRAINAGE AS REQUIRED TO SUIT.
8. OPEN EXISTING WOOD FLOOR. SHORE AND MODIFY EXISTING STRUCTURE AS REQUIRED. RELOCATE EXISTING PLUMBING

AS REQUIRED. REINSTATE FLOOR LEVEL TO EXISTING ADJACENT. INSTALL NEW SHEET FLOORING AND BASE TO MATCH
EXISTING.

9. EXISTING HM DOOR AND FRAME TO BE REMOVED. IN FILL OPENING WITH 19mm VERY HIGH IMPACT (VHI) GYPSUM BOARD
ON 92mm 19 GAUGE STEEL STUDS AT 400mm O.C. SET BACK FROM FACE OF ADJACENT MASONRY BY 25mm. PROVIDE NEW
WOOD BASE TO MATCH EXISTING ADJACENT. PROVIDE CONTINUOUS SEALANT AT JUNCTION OF GYPSUM BOARD AND
MASONRY.

10. NEW RETURN AIR LOUVER.
11. NEW WALL: 16mm GYPSUM BOARD ON 92mm STEEL STUDS AT 400mm O.C. WITH WALL BASE TO MATCH EXISTING.
12. EXISTING STEEL STAIRS TO BE REMOVED.
13. NEW HOLLOW METAL DOOR AND FRAME. (PAINTED) MODIFY EXISTING GYPSUM BOARD AND STUD WALL AS REQUIRED.
14. INSTALL NEW 16mm MOISTURE RESISTANT TYPE X GYPSUM BOARD ON ALL WALLS UP TO THE SECOND FLOOR CEILING.

FIRE STOP ALL PENETRATIONS.
15. NEW 190mm CONCRETE BLOCK LIFT SHAFT.
16. NEW LU/LA LIFT.
17. NEW 16mm GYPSUM BOARD (PAINTED) ON 22mm FURRING CHANNELS ON CONCRETE BLOCK LIFT SHAFT.
18. LIFT FRONT WALL TO BE 16mm GYPSUM BOARD (PAINTED) ON 152mm STEEL STUDS AT 400mm O.C. WITH 22mm FURRING

CHANNELS AT 400mm O.C. PROVIDE ALL REQUIRED BLOCKING.
19. PORTION OF EXISTING GYPSUM BOARD WALL TO BE REMOVED FOR NEW LIFT.
20. EXISTING HOLLOW METAL DOOR TO BE REMOVED.
21. EXISTING JANITORS SINK TO BE REMOVED. ASSOCIATED PLUMBING IS TO BE MODIFIED TO SUIT NEW LAYOUT.
22. NEW HOLLOW METAL SCREEN (PAINTED) IN EXISTING MODIFIED OPENING c/w FIRE RATED FIRELITE CERAMIC GLASS,

LIGHT ACID ETCH ON MULTI-STORY SIDE OF SCREEN. REFER TO SCREEN ELEVATION 3 ON A3.
23. NEW SHEET FLOORING AND BASE TO MATCH EXISTING. PREPARE EXISTING WOOD SUB-FLOOR AS REQUIRED.
24. MODIFY EXISTING EXTERIOR WALL AS REQUIRED TO SUIT NEW DUCTWORK AND DUCT PENETRATION.
25. MODIFY EXISTING WOOD FLOOR AND STRUCTURE AS REQUIRED FOR NEW DUCT OPENING. FIRE STOP PENETRATION.
26. MODIFY EXISTING WOOD FLOOR AND STRUCTURE AS REQUIRED FOR NEW LIFT. MAKE GOOD AFFECTED AREAS FLUSH TO

EXISTING ADJACENT.
27. REMOVE EXISTING FLOORING DOWN TO WOOD SUB-FLOOR. PREPARE AS REQUIRED AND INSTALL NEW SHEET FLOORING.
28. REMOVE EXISTING FLOORING DOWN TO WOOD SUB-FLOOR. PREPARE AS REQUIRED AND INSTALL NEW VCT FLOORING
29. REPAIR DAMAGE GYPSUM BOARD WALLS IN THIS AREA. REPAINT ENTIRE WALL.
30. REMOVE EXISTING WINDOW INTO STAIRWELL. INFILL WITH NEW GYPSUM BOARD AND STEEL STUDS, MAKE GOOD AND

REPAINT ENTIRE WALL.
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Floor Plan Notes:
GENERAL:
a. CAREFULLY SAW CUT NEW OPENING IN EXISTING CONCRETE BLOCK WALL AS REQUIRED FOR NEW DUCTWORK. REFER

TO MECHANICAL DRAWINGS FOR LOCATIONS.
b. TEMPORALLY OPEN CEILING AND WALLS AS REQUIRED TO CARRY OUT WORK. REINSTATE TO MATCH EXISTING

ADJACENT.
c. ALL SERVICES ARE TO BE CONCEALED WHENEVER POSSIBLE. EXPOSED SERVICES (WHERE ALLOWED) ARE TO BE

PAINTED TO MATCH ADJACENT WALL / CEILING.
d. REPAINT ALL AREAS AFFECTED BY THE WORK. IF A WALL / CEILING IS TO BE REPAINTED, THE ENTIRE WALL / CEILING IS TO

BE REPAINTED. PAINT COLOURS TO MATCH EXISTING.
e. SITE VERIFY ALL OPENINGS
f. DENOTES EXISTING FIRE REPARATION. FIRE STOP ALL PENETRATIONS:
g. THERE ARE EXISTING FIRE SEPARATIONS BETWEEN ALL LEVELS (BASEMENT (CRAWL SPACE) TO GROUND FLOOR AND

GROUND FLOOR TO SECOND FLOOR.

NOTES:
1. EXISTING WINDOW TO BE REMOVED. INSTALL NEW ALUMINUM WINDOW TO MATCH EXISTING CONFIGURATION. FILL ALL

VOIDS WITH SPRAY FOAM INSULATION. CONTINUOUS SEALANT BOTH SIDES OF WINDOW HEAD, SILL AND JAMBS. REVIEW
EACH LOCATION ON SITE. OPEN CEILINGS AS REQUIRED AND REINSTATE. REPLACE WINDOW STOOL.

2. EXISTING WINDOW TO BE REMOVED. INSTALL NEW ALUMINUM CURTAIN WALL TO MATCH EXISTING CONFIGURATION. FILL
ALL VOIDS WITH SPRAY FOAM INSULATION. CONTINUOUS SEALANT BOTH SIDES OF WINDOW HEAD, SILL AND JAMBS.

3. REMOVE EXISTING DOOR, HARDWARE, FRAME AND GLAZING. INSTALL NEW HOLLOW METAL FRAME (PAINTED), HOLLOW
METAL DOOR (PAINTED) TO MATCH EXISTING LAYOUT. INSTALL NEW DOOR HARDWARE. FILL ALL VOIDS WITH SPRAY FOAM
INSULATION. CONTINUOUS SEALANT BOTH SIDES OF FRAME HEAD, AND JAMBS.

4. REMOVE EXISTING DOOR, HARDWARE, FRAME AND GLAZING. INSTALL NEW THERMALLY BROKEN ANODIZED ALUMINUM
DOOR AND FRAME TO MATCH EXISTING LAYOUT. INSTALL NEW DOOR HARDWARE. FILL ALL VOIDS WITH SPRAY FOAM
INSULATION. CONTINUOUS SEALANT BOTH SIDES OF FRAME HEAD, AND JAMBS.

5. NEW BARRIER FREE DOOR OPERATOR, TIE INTO EXISTING BUILDING SECURITY SYSTEM. DURING SCHOOL HOUSE THE
EXTERIOR ACTUATOR IS TO BE DEACTIVATED AND THE OPERATOR ONLY ACTIVATED BY THE INTERIOR ACTUATOR OR BY
SWITCH FROM THE MAIN OFFICE. THERE ARE EXISTING ELECTRIC STRIKES ON THE REVIEW EXISTING CONDITIONS AND
PROVIDE ALL ADDITIONAL DEVICES, ETC AS REQUIRED FOR A FULLY FUNCTIONING SYSTEM.

ELECTRIC STRIKE TO BE POWERED OFF OF OPERATOR. OPERATOR SUPPLIER TO SUPPLY APPROPRIATE RELAY /
SWITCH. KEYSWITCH TO BE MOUNTED ON FRAME JAMB AND WIRED (BY OPERATOR INSTALLER) TO TURN OFF
OUTSIDE ACTUATOR AT LOCK UP
MODE OF OPERATION - PUSHING INSIDE ACTUATOR MOMENTARILY OPENS ELECTRIC STRIKE AND BEGINS OPERATOR
CYCLE AT ALL TIMES - PUSHING OUTSIDE ACTUATOR BEGINS OPERATOR CYCLE AT ALL TIMES BUT DOES NOT

OPERATE DOOR STRIKE. - ACTUATOR IS "TURNED OFF" BY KEYSWITCH AT LOCK-UP
6. BARRIER FREE DOOR PUSH BUTTON (ACTUATOR). ENSURE A MINIMUM CLARENCE OF 600mm FROM THE EDGE OF THE

DOOR SWING.
7. NEW JANITORS SINK. REVISE PLUMBING AND DRAINAGE AS REQUIRED TO SUIT.
8. OPEN EXISTING WOOD FLOOR. SHORE AND MODIFY EXISTING STRUCTURE AS REQUIRED. RELOCATE EXISTING PLUMBING

AS REQUIRED. REINSTATE FLOOR LEVEL TO EXISTING ADJACENT. INSTALL NEW SHEET FLOORING AND BASE TO MATCH
EXISTING.

9. EXISTING HM DOOR AND FRAME TO BE REMOVED. IN FILL OPENING WITH 19mm VERY HIGH IMPACT (VHI) GYPSUM BOARD
ON 92mm 19 GAUGE STEEL STUDS AT 400mm O.C. SET BACK FROM FACE OF ADJACENT MASONRY BY 25mm. PROVIDE NEW
WOOD BASE TO MATCH EXISTING ADJACENT. PROVIDE CONTINUOUS SEALANT AT JUNCTION OF GYPSUM BOARD AND
MASONRY.

10. NEW RETURN AIR LOUVER.
11. NEW WALL: 16mm GYPSUM BOARD ON 92mm STEEL STUDS AT 400mm O.C. WITH WALL BASE TO MATCH EXISTING.
12. EXISTING STEEL STAIRS TO BE REMOVED.
13. NEW HOLLOW METAL DOOR AND FRAME. (PAINTED) MODIFY EXISTING GYPSUM BOARD AND STUD WALL AS REQUIRED.
14. INSTALL NEW 16mm MOISTURE RESISTANT TYPE X GYPSUM BOARD ON ALL WALLS UP TO THE SECOND FLOOR CEILING.

FIRE STOP ALL PENETRATIONS.
15. NEW 190mm CONCRETE BLOCK LIFT SHAFT.
16. NEW LU/LA LIFT.
17. NEW 16mm GYPSUM BOARD (PAINTED) ON 22mm FURRING CHANNELS ON CONCRETE BLOCK LIFT SHAFT.
18. LIFT FRONT WALL TO BE 16mm GYPSUM BOARD (PAINTED) ON 152mm STEEL STUDS AT 400mm O.C. WITH 22mm FURRING

CHANNELS AT 400mm O.C. PROVIDE ALL REQUIRED BLOCKING.
19. PORTION OF EXISTING GYPSUM BOARD WALL TO BE REMOVED FOR NEW LIFT.
20. EXISTING HOLLOW METAL DOOR TO BE REMOVED.
21. EXISTING JANITORS SINK TO BE REMOVED. ASSOCIATED PLUMBING IS TO BE MODIFIED TO SUIT NEW LAYOUT.
22. NEW HOLLOW METAL SCREEN (PAINTED) IN EXISTING MODIFIED OPENING c/w FIRE RATED FIRELITE CERAMIC GLASS,

LIGHT ACID ETCH ON MULTI-STORY SIDE OF SCREEN. REFER TO SCREEN ELEVATION 3 ON A3.
23. NEW SHEET FLOORING AND BASE TO MATCH EXISTING. PREPARE EXISTING WOOD SUB-FLOOR AS REQUIRED.
24. MODIFY EXISTING EXTERIOR WALL AS REQUIRED TO SUIT NEW DUCTWORK AND DUCT PENETRATION.
25. MODIFY EXISTING WOOD FLOOR AND STRUCTURE AS REQUIRED FOR NEW DUCT OPENING. FIRE STOP PENETRATION.
26. MODIFY EXISTING WOOD FLOOR AND STRUCTURE AS REQUIRED FOR NEW LIFT. MAKE GOOD AFFECTED AREAS FLUSH TO

EXISTING ADJACENT.
27. REMOVE EXISTING FLOORING DOWN TO WOOD SUB-FLOOR. PREPARE AS REQUIRED AND INSTALL NEW SHEET FLOORING.
28. REMOVE EXISTING FLOORING DOWN TO WOOD SUB-FLOOR. PREPARE AS REQUIRED AND INSTALL NEW VCT FLOORING
29. REPAIR DAMAGE GYPSUM BOARD WALLS IN THIS AREA. REPAINT ENTIRE WALL.
30. REMOVE EXISTING WINDOW INTO STAIRWELL. INFILL WITH NEW GYPSUM BOARD AND STEEL STUDS, MAKE GOOD AND

REPAINT ENTIRE WALL.

5

Main Office

RCP Notes:
GENERAL:
a. CAREFULLY SAW CUT NEW OPENING IN EXISTING CONCRETE BLOCK WALL AS REQUIRED FOR NEW DUCTWORK. REFER

TO MECHANICAL DRAWINGS FOR LOCATIONS.
b. TEMPORALLY OPEN CEILING AND WALLS AS REQUIRED TO CARRY OUT WORK. REINSTATE TO MATCH EXISTING

ADJACENT.
c. ALL SERVICES ARE TO BE CONCEALED WHENEVER POSSIBLE. EXPOSED SERVICES (WHERE ALLOWED) ARE TO BE

PAINTED TO MATCH ADJACENT WALL / CEILING.
d. REPAINT ALL AREAS AFFECTED BY THE WORK. IF A WALL / CEILING IS TO BE REPAINTED, THE ENTIRE WALL / CEILING IS TO

BE REPAINTED. PAINT COLOURS TO MATCH EXISTING.
e. SITE VERIFY ALL OPENINGS
f. PROVIDE All REQUIRED LINTELS / FRAMING REQUIRED AT NEW OPENINGS.
g. REPLACE ALL DAMAGED CEILING TILES AND TRACK IN THE AREAS WHERE CEILINGS ARE REMOVED. ALLOW FOR 40 TOTAL

ADDITIONAL DAMAGED TILES TO BE REPLACED IN AREAS WHERE THE CEILING IS TO REMAIN.
h. THERE IS AN EXISTING PLASTER / GYPSUM BOARD CEILING ABOVE THE EXISTING SAT AREAS. ALLOW FOR REMOVALS AS

REQUIRED. THIS A FIRE SEPARATION AT THE FLOORS AND FIRE PROTECTION AT THE ROOF LEVEL. MAKE GOOD ALL NEW
OPENINGS AND FIRE STOP AS REQUIRED.

i. ALL DUCT OPENINGS ARE APPROXIMATE AND ARE TO BE COORDINATED WITH THE MECHANICAL DRAWINGS AND THE
EXISTING SITE CONDITIONS.

NOTES:
1. MODIFY EXISTING MASONRY WALL AS REQUIRED FOR NEW DUCT OPENING. REFER TO MECHANICAL FOR DUCT SIZES.
2. MODIFY EXISTING GYPSUM BOARD / PLASTER PARTITION AS REQUIRED FOR NEW DUCT OPENING. REFER TO MECHANICAL

FOR DUCT SIZES.
3. NEW SUPPLY AND RETURN DUCTS FROM ROOF TOP UNIT ABOVE. MODIFY EXISTING ROOF STRUCTURE AS REQUIRED.

MODIFY THE EXISTING GYPSUM BOARD/PLASTER CEILING ABOVE THE SAT. REINSTATE REMOVED PORTIONS WITH NEW
16mm GYPSUM BOARD.

4. NEW EXPOSED DUCTWORK (PAINTED).
5. NEW DUCTWORK FROM ROOF TOP UNIT ABOVE. MODIFY EXISTING STEEL ROOF STRUCTURE AS REQUIRED.
6. NEW SUSPENDED ACOUSTICAL TILE CEILING.
7. MODIFY EXISTING GYPSUM BOARD / PLASTER CEILING AS REQUIRED TO INSTALL NEW LIFT AND MODIFY THE EXISTING

STRUCTURE. MAKE GOOD AND REPAINT THE ENTIRE CEILING.
8. NEW DUCTWORK FROM ROOF TOP UNIT ON ROOF. MODIFY EXISTING WOOD FLOOR AND STRUCTURE AS REQUIRED. FIRE

STOP.
9. EXISTING LIGHT TO BE REMOVED AND REPLACED WITH NEW. REFER TO ELECTRICAL.
10. NEW STEEL STRUCTURE (EXPOSED), PAINTED.
11. MODIFY EXISTING WALL AS REQUIRED TO INSTALL NEW STEEL.
12. MODIFY EXISTING ROOF DRAIN AS REQUIRED TO INSTALL NEW STEEL STRUCTURE. REINSTALL ROOF DRAIN TO ORIGINAL

CONDITION.

RCP Legend:
SUSPENDED ACOUSTIC TILE CEILING (SAT)

12" x 12" TILE CEILING

AREA EXISTING SAT TO BE CAREFULLY REMOVED AS REQUIRED TO CARRY OUT WORK.
REINSTATE AND REPLACE ALL DAMAGED  TILES AND GRID. .

APPROXIMATE AREA OF EXISTING GYPSUM BOARD OR PLASTER CEILING TO BE MODIFIED
AS REQUIRED TO CARRY OUT WORK. MAKE GOOD FLUSH TO EXISTING ADJACENT.

NO WORK IN THIS AREA

RECESSED FLUORESCENT LIGHT (EXISTING)

RECESSED FLUORESCENT LIGHT (NEW)

SURFACE MOUNTED FLUORESCENT LIGHT (EXISTING)

SURFACE MOUNTED FLUORESCENT LIGHT (NEW)

SURFACE MOUNTED LIGHT (EXISTING)

SPEAKER (EXISTING)

DETECTOR (EXISTING)

AIR SUPPLY DIFFUSER (NEW)

AIR RETURN GRILL (NEW)

3
A3

HM Screen Elevation
1:50

±3260 (SITE VERIFY)
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NOTES:
· HOLLOW METAL FRAME, 1 HOUR

FIRE RATED.
· GLAZING TO BE FIRELITE PLUS

WITH LIGHT ACID ETCH ON MULTI
STORY SIDE OF THE SCREEN.
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Jan.
120a

RCP Notes:
GENERAL:
a. CAREFULLY SAW CUT NEW OPENING IN EXISTING CONCRETE BLOCK WALL AS REQUIRED FOR NEW DUCTWORK. REFER

TO MECHANICAL DRAWINGS FOR LOCATIONS.
b. TEMPORALLY OPEN CEILING AND WALLS AS REQUIRED TO CARRY OUT WORK. REINSTATE TO MATCH EXISTING

ADJACENT.
c. ALL SERVICES ARE TO BE CONCEALED WHENEVER POSSIBLE. EXPOSED SERVICES (WHERE ALLOWED) ARE TO BE

PAINTED TO MATCH ADJACENT WALL / CEILING.
d. REPAINT ALL AREAS AFFECTED BY THE WORK. IF A WALL / CEILING IS TO BE REPAINTED, THE ENTIRE WALL / CEILING IS TO

BE REPAINTED. PAINT COLOURS TO MATCH EXISTING.
e. SITE VERIFY ALL OPENINGS
f. PROVIDE All REQUIRED LINTELS / FRAMING REQUIRED AT NEW OPENINGS.
g. REPLACE ALL DAMAGED CEILING TILES AND TRACK IN THE AREAS WHERE CEILINGS ARE REMOVED. ALLOW FOR 40 TOTAL

ADDITIONAL DAMAGED TILES TO BE REPLACED IN AREAS WHERE THE CEILING IS TO REMAIN.
h. THERE IS AN EXISTING PLASTER / GYPSUM BOARD CEILING ABOVE THE EXISTING SAT AREAS. ALLOW FOR REMOVALS AS

REQUIRED. THIS A FIRE SEPARATION AT THE FLOORS AND FIRE PROTECTION AT THE ROOF LEVEL. MAKE GOOD ALL NEW
OPENINGS AND FIRE STOP AS REQUIRED.

i. ALL DUCT OPENINGS ARE APPROXIMATE AND ARE TO BE COORDINATED WITH THE MECHANICAL DRAWINGS AND THE
EXISTING SITE CONDITIONS.

NOTES:
1. MODIFY EXISTING MASONRY WALL AS REQUIRED FOR NEW DUCT OPENING. REFER TO MECHANICAL FOR DUCT SIZES.
2. MODIFY EXISTING GYPSUM BOARD / PLASTER PARTITION AS REQUIRED FOR NEW DUCT OPENING. REFER TO MECHANICAL

FOR DUCT SIZES.
3. NEW SUPPLY AND RETURN DUCTS FROM ROOF TOP UNIT ABOVE. MODIFY EXISTING ROOF STRUCTURE AS REQUIRED.

MODIFY THE EXISTING GYPSUM BOARD/PLASTER CEILING ABOVE THE SAT. REINSTATE REMOVED PORTIONS WITH NEW
16mm GYPSUM BOARD.

4. NEW EXPOSED DUCTWORK (PAINTED).
5. NEW DUCTWORK FROM ROOF TOP UNIT ABOVE. MODIFY EXISTING STEEL ROOF STRUCTURE AS REQUIRED.
6. NEW SUSPENDED ACOUSTICAL TILE CEILING.
7. MODIFY EXISTING GYPSUM BOARD / PLASTER CEILING AS REQUIRED TO INSTALL NEW LIFT AND MODIFY THE EXISTING

STRUCTURE. MAKE GOOD AND REPAINT THE ENTIRE CEILING.
8. NEW DUCTWORK FROM ROOF TOP UNIT ON ROOF. MODIFY EXISTING WOOD FLOOR AND STRUCTURE AS REQUIRED. FIRE

STOP.
9. EXISTING LIGHT TO BE REMOVED AND REPLACED WITH NEW. REFER TO ELECTRICAL.
10. NEW STEEL STRUCTURE (EXPOSED), PAINTED.
11. MODIFY EXISTING WALL AS REQUIRED TO INSTALL NEW STEEL.
12. MODIFY EXISTING ROOF DRAIN AS REQUIRED TO INSTALL NEW STEEL STRUCTURE. REINSTALL ROOF DRAIN TO ORIGINAL

CONDITION.

RCP Legend:
SUSPENDED ACOUSTIC TILE CEILING (SAT)

12" x 12" TILE CEILING

AREA EXISTING SAT TO BE CAREFULLY REMOVED AS REQUIRED TO CARRY OUT WORK.
REINSTATE AND REPLACE ALL DAMAGED  TILES AND GRID. .

APPROXIMATE AREA OF EXISTING GYPSUM BOARD OR PLASTER CEILING TO BE MODIFIED
AS REQUIRED TO CARRY OUT WORK. MAKE GOOD FLUSH TO EXISTING ADJACENT.

NO WORK IN THIS AREA

RECESSED FLUORESCENT LIGHT (EXISTING)

RECESSED FLUORESCENT LIGHT (NEW)

SURFACE MOUNTED FLUORESCENT LIGHT (EXISTING)

SURFACE MOUNTED FLUORESCENT LIGHT (NEW)

SURFACE MOUNTED LIGHT (EXISTING)

SPEAKER (EXISTING)

DETECTOR (EXISTING)

AIR SUPPLY DIFFUSER (NEW)

AIR RETURN GRILL (NEW)
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1
A5

Roof Plan
1:125

Roof Plan Notes:
GENERAL:
a. AFTER REMOVALS ENSURE THAT BUILDING REMAINS WATER TIGHT AT ALL TIMES. CAP / SEAL ALL OPENINGS AS

REQUIRED.
b. REFER TO ROOFING DRAWINGS FOR FULL EXTENT OF ROOFING WORK.
c. REFER TO MECHANICAL DRAWINGS FOR FULL EXTENT OF REMOVALS AND NEW UNIT LOCATIONS AND ROOF OPENINGS.
d. REFER TO ELECTRICAL DRAWINGS FOR ELECTRICAL PENETRATIONS.
e. REFER TO STRUCTURAL DRAWINGS FOR ROOF REINFORCEMENT FOR NEW PHOTOVOLTAIC SYSTEM AND ROOF TOP UNIT

OPENINGS.

NOTES:
1. REMOVE ROOFTOP EQUIPMENT. ASSOCIATED CURB TO REMAIN, CAPPED WATERTIGHT.
2. NEW BALLASTED ROOF GUARD.
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HATCHED AREA INDICATES AREA
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Section Notes:
GENERAL:
a. SITE VERIFY ALL DIMENSIONS.
b. MAKE GOOD ALL AREAS AFFECTED BY REMOVALS AND NEW WORK.
c. REPAINT ENTIRE WALLS, BULKHEADS AND CEILINGS AFFECTED.
d. THE LEVEL OF THE SUB-GRADE IN THE CRAWLSPACE IS

APPROXIMATE, ALLOW FOR ±200mm.
e. ALLOW FOR BEDROCK TO BE ±600mm FROM LEVEL SHOWN ON

SECTION.

NOTES:
1. EXISTING ROOF STRUCTURE WITH PLASTER CEILING.
2. EXISTING GYPSUM BOARD CEILING IN STAIR. MODIFY AS REQUIRED

TO INSTALL NEW LIFT AND MAKE GOOD. REMOVE SURFACE
MOUNTED LIGHTING AND ASSOCIATED SWITCHES.

3. NEW 16mm GYPSUM BOARD (PAINTED) ON 22mm FURRING
CHANNELS ON CONCRETE BLOCK LIFT SHAFT.

4. EXISTING STAIR HANDRAIL (BOTH SIDES) TO BE REMOVED.
5. EXISTING STEEL STAIRS TO BE REMOVED. MAKE GOOD AFFECTED

WALLS.
6. OPEN EXISTING WOOD FLOOR AS REQUIRED FOR NEW LIFT.

SHORE AND MODIFY EXISTING STRUCTURE AS REQUIRED.
REINSTATE FLOOR LEVEL TO EXISTING ADJACENT. INSTALL NEW
SHEET FLOORING AND BASE TO MATCH EXISTING.

7. SHORE AND MODIFY EXISTING STEEL BEAM. NOW TO BE
SUPPORTED OF NEW CONCRETE BLOCK WALLS.

8. REMOVE SUB-GRADE IN CRAWL SPACE AS REQUIRED TO REACH
BEDROCK FOR NEW FOOTINGS. INFILL WITH SALVAGED MATERIAL
ONCE SHAFT IS COMPLETED.

9. EXISTING PLUMBING, RE-ROUT AS REQUIRED TO SHIFT PLUMBING
AWAY FROM NEW LIFT LOCATION.

10. NEW 190mm CONCRETE BLOCK FOUNDATION WALL.
11. NEW POURED CONCRETE FOOTING ON BEDROCK.
12. NEW 125mm POURED CONCRETE SLAB ON GRADE
13. COMPLETED GRANULAR A IN 150mm LIFTS.
14. PORTION OF EXISTING WOOD FLOOR TO BE REMOVED.
15. CAP TOP OF CONCRETE BLOCK WITH 50mm CONCRETE
16. NEW LIFT PIT LIGHT
17. NEW DUPLEX RECEPTACLE
18. NEW LIFT HOIST WAY DOORS
19. LIFT FRONT WALL TO BE 16mm GYPSUM BOARD (PAINTED) ON

152mm STEEL STUDS AT 400mm O.C. WITH 22mm FURRING
CHANNELS AT 400mm O.C. PROVIDE ALL REQUIRED BLOCKING.

20. NEW LIFT DOOR FRAME
21. MODIFY EXISTING GYPSUM BOARD / PLASTER CEILING AS

REQUIRED TO INSTALL NEW LIFT AND MODIFY THE EXISTING
STRUCTURE. MAKE GOOD AND REPAINT THE ENTIRE CEILING.

22. MODIFY EXISTING WOOD FLOOR AND STRUCTURE AS REQUIRED
FOR NEW LIFT. MAKE GOOD AFFECTED AREAS FLUSH TO EXISTING
ADJACENT. NEW SHEET FLOORING AND BASE TO MATCH EXISTING.
PREPARE EXISTING WOOD SUB-FLOOR AS REQUIRED.

23. PORTION OF EXISTING CEILING TO BE REMOVED.
24. NEW STEEL HOIST BEAM AS REQUIRED TO SUPPORT A MIN. OF

1814 kg.
25. 2 LAYERS OF 16mm TYPE X GYPSUM BOARD OVER EXISTING

PLASTER FINISH (PAINTED)
26. EXISTING GYPSUM BOARD AND STEEL STUD WALL TO BE

REMOVED. MAKE GOOD AFFECTED AREAS.
27. REMOVE EXISTING SUSPENDED ACOUSTIC TILE (SAT) CEILING AND

GRID AS REQUIRED TO CARRY OUT WORK. INSTALL NEW SAT
CEILING AND GRID AS REQUIRED AS COMPLETION.
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LINKLATER   PUBLIC  SCHOOL
UPPER CANADA DISTRICT SCHOOL BOARD

LINKLATER PUBLIC SCHOOL

Elevation Notes:
GENERAL:
a. SITE VERIFY ALL EXISTING OPENINGS.
b. ALL GLAZING IS GL-1 UNLESS OTHERWISE NOTED.
c. SITE VERIFY ALL OPENINGS
d. REFER TO HAZARDOUS BUILDING MATERIALS ASSESSMENT REPORT. WINDOW CALKING IS ASBESTOS CONTAINING.

NOTES:
1. EXISTING WINDOW TO BE REMOVED. INSTALL NEW ALUMINUM WINDOW TO MATCH EXISTING CONFIGURATION. FILL ALL VOIDS WITH

SPRAY FOAM INSULATION. CONTINUOUS SEALANT BOTH SIDES OF WINDOW HEAD, SILL AND JAMBS.
2. EXISTING WINDOW TO BE REMOVED. INSTALL NEW ALUMINUM CURTAIN WALL TO MATCH EXISTING CONFIGURATION. FILL ALL VOIDS WITH

SPRAY FOAM INSULATION. CONTINUOUS SEALANT BOTH SIDES OF WINDOW HEAD, SILL AND JAMBS.
3. REMOVE EXISTING DOOR, HARDWARE, FRAME AND GLAZING. INSTALL NEW HOLLOW METAL FRAME (PAINTED), HOLLOW METAL DOOR

(PAINTED) TO MATCH EXISTING LAYOUT. INSTALL NEW DOOR HARDWARE. FILL ALL VOIDS WITH SPRAY FOAM INSULATION. CONTINUOUS
SEALANT BOTH SIDES OF FRAME HEAD, AND JAMBS.

4. REMOVE EXISTING DOOR, HARDWARE, FRAME AND GLAZING. INSTALL NEW THERMALLY BROKEN ANODIZED ALUMINUM DOOR AND FRAME
TO MATCH EXISTING LAYOUT. INSTALL NEW DOOR HARDWARE. FILL ALL VOIDS WITH SPRAY FOAM INSULATION. CONTINUOUS SEALANT
BOTH SIDES OF FRAME HEAD, AND JAMBS.

5. MODIFY EXISTING EXTERIOR WALL AS REQUIRED TO SUIT NEW DUCTWORK AND DUCT PENETRATION.
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FIX STUCCO DAMAGE
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APPROXIMATE AREA OF EXISTING DAMAGED STUCCO TO BE REPAIRED TO MATCH EXISTING. SITE VERIFY FOR FULL EXTENT.
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